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cover over the primer to prevent actu-
ation from external impact. 

(2) A chemical oxygen generator in-
stalled in a PBE must contain a pin in-
stalled so as to prevent the actuator 
from striking the primer, and be placed 
in a protective bag, pouch, case or 
cover such that the protective breath-
ing equipment is fully enclosed in such 
a manner that the protective bag, 
pouch, case or cover prevents uninten-
tional actuation of the oxygen gener-
ator. 

(d) Packaging. A chemical oxygen 
generator and a chemical oxygen gen-
erator installed in equipment, (e.g., a 
PBE) must be placed in a rigid outer 
packaging that— 

(1) Conforms to the requirements of 
either: 

(i) Part 178, subparts L and M, of this 
subchapter at the Packing Group I or 
II performance level; or 

(ii) The performance criteria in Air 
Transport Association (ATA) Specifica-
tion No. 300 for a Category I Shipping 
Container. 

(2) After September 30, 2009, with its 
contents, is capable of meeting the fol-
lowing additional requirements when 
transported by cargo-only aircraft: 

(i) The Flame Penetration Resistance 
Test specified in Appendix E to part 178 
of this subchapter. 

(ii) The Thermal Resistance Test 
specified in Appendix D to part 178 of 
this subchapter. 

(e) Equipment marking. The outside 
surface of a chemical oxygen generator 
must be marked to indicate the pres-
ence of an oxygen generator (e.g., ‘‘ox-
ygen generator, chemical’’). The out-
side surface of equipment containing a 
chemical oxygen generator that is not 
readily apparent (e.g., a sealed pas-
senger service unit) must be clearly 
marked to indicate the presence of the 
oxygen generator (example: ‘‘Oxygen 
Generator Inside’’). 

(f) Items forbidden in air transpor-
tation. (1) A chemical oxygen generator 
is forbidden for transportation on 
board a passenger-carrying aircraft. 

(2) A chemical oxygen generator is 
forbidden for transportation by both 
passenger-carrying and cargo-only air-
craft after: 

(i) The manufacturer’s expiration 
date; or 

(ii) The contents of the generator 
have been expended. 

[72 FR 4455, Jan. 31, 2007, as amended at 72 
FR 55097, Sept. 28, 2007; 74 FR 2259, Jan. 14, 
2009; 74 FR 53188, Oct. 16, 2009] 

§ 173.170 Black powder for small arms. 

Black powder for small arms that has 
been classed in Division 1.1 may be re-
classed as a Division 4.1 material, for 
domestic transportation by motor ve-
hicle, rail freight, and cargo vessel 
only, subject to the following condi-
tions: 

(a) The powder must be examined and 
approved for Division 1.1 and Division 
4.1 classification in accordance with 
§§ 173.56 and 173.58; 

(b) The total quantity of black pow-
der in one motor vehicle, rail car, or 
freight container may not exceed 45.4 
kg (100 pounds) net mass, and no more 
than four freight containers may be on 
board one cargo vessel; 

(c) The black powder must be packed 
in inner metal or heavy wall conduc-
tive plastic receptacles not over 454 g 
(16 ounces) net capacity each, with no 
more than 25 cans in one outer UN 4G 
fiberboard box. The inner packagings 
must be arranged and protected so as 
to prevent simultaneous ignition of the 
contents. The complete package must 
be of the same type which has been ex-
amined as required in § 173.56; 

(d) Each completed package must be 
marked ‘‘BLACK POWDER FOR 
SMALL ARMS’’ and ‘‘NA 0027’’; and 

(e) Each package must bear the 
FLAMMABLE SOLID label. 

[Amdt. 173–255, 61 FR 50626, Sept. 26, 1996, as 
amended at Amdt. 173–255, 62 FR 14338, Mar. 
26, 1997] 

§ 173.171 Smokeless powder for small 
arms. 

Smokeless powder for small arms 
which has been classed in Division 1.3 
may be reclassed in Division 4.1, for do-
mestic transportation by motor vehi-
cle, rail car, vessel, or cargo-only air-
craft, subject to the following condi-
tions: 

(a) The powder must be examined and 
approved for a Division 1.3 and Division 
4.1 classification in accordance with 
§§ 173.56 and 173.58 of this part. 

VerDate Mar<15>2010 15:30 Dec 30, 2010 Jkt 220213 PO 00000 Frm 00537 Fmt 8010 Sfmt 8010 Q:\49\X49\220213.XXX ofr150 PsN: PC150


		Superintendent of Documents
	2014-08-25T14:37:31-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




